


List of special equipment
The following special equipment must be taken into consideration when installing the upgrade kit:

SA 430 Interior and exterior automatic anti-dazzle rear-view mirrors  
SA 431 Interior automatic anti-dazzle rear-view mirror

Special tools required
None
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1. Preparations

TIS No.
Conduct a brief test ---

Disconnect the negative pole of the battery 12 00 ...

The following components must be removed first of all
Replace the existing interior rear-view mirror with the compass interior 
rear-view mirror A 

51 16 060
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2. To adjust and calibrate the compass interior rear-view mirror

The compass interior rear-view mirror A must be calibrated and adjusted after its installation.
Step 1: To calibrate the compass interior rear-view mirror A: 

- Switch on the ignition.

- If “C” does not appear in the display, press the adjusting knob (1) on the underside of the 
compass interior rear-view mirror A for 6-7 seconds. “C” will then appear in the display.

- Drive in a circle (at least 360°) at a maximum speed of 7 kph until a direction is shown in 
the display.

- The compass is now ready for use.

Step 2: To adjust the compass zone:

- Press the adjustment knob (1) for 3-4 seconds. A number will be shown in the display. To 
change the zone setting, press the adjustment knob (1) until the required zone appears in 
the display (see world maps below with compass zones).

- The compass will be ready for use again after approx. 10 seconds.

- The factory setting for the compass zone is 8.

1

A

046 2045 Z



3. World maps with compass zones

Europe, Africa and West Asia
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3. World maps with compass zones

Canada, North and Central America
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3. World maps with compass zones

South America
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3. World maps with compass zones

East Asia and Australia
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4. Concluding work and coding

This retrofit system does not require coding.

- Connect the battery

- Conduct a brief test

- Conduct a function test

- Re-assemble the car
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